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● Extremely high cost performance
● Plug-and-play, no need for configuration
● Directly connect to the outdoor unit/indoor unit of the central air conditioner
● Support up to 16 indoor units in a single air conditioning system
● All mainstream brands of central air conditioners, such as Daikin, Toshiba, 
   Hitachi, Mitsubishi Electric, Mitsubishi Heavy Industries, etc., can be directly 
   controlled via RS485/Modbus RTU.

1) Negative pole of the DC 12V power supply;
2) Positive pole of the DC 12V power supply;
3) RUN indicator light: When it stays yellow and on steadily, it indicates that 
    the gateway is operating normally;
4) HBS indicator light: It flashes green to indicate communication with the air 
    conditioning system, and it goes out when there is no communication;
5) 485 indicator light: It flashes red to indicate communication with the 
    third-party system, and it goes out when there is no communication;
6) Terminal A of the RS485 communication signal line;
7) Terminal B of the RS485 communication signal line;
8) HBS terminal U1
9) HBS terminal U2
10) XYE terminal X
11) XYE terminal Y

YY：Abbreviation of air conditioner brands

DK/TB/MSE/HT/HS/YK/PA/SS/MH/MD/CR 

KAC011

105mm×90mm×60mm

Power Supply

LED indicator light

(WxHxT)

Parameter Types

Product Info

Dimensions

Type of protection

Operation

Storage

Installation method

RUN

HBS

9-30V DC

IP20

0℃~70℃

-25℃~70℃

Rail-mounted installation

Yellow, operation indicator light

Green, communication indicator 
light of the air conditioning system

The KAC011 is a central air conditioning gateway product that integrates a 
third-party control system with the air conditioning system through the 
standard MODBUS protocol.
The KAC011 adopts the rail-mounted installation method and is directly 
connected to the corresponding interfaces of the outdoor unit or indoor unit 
of the central air conditioning. Through one gateway, the third-party system 
can control up to 16 indoor units of the air conditioners. After setting the 
address of the indoor air conditioning unit, system integration can be 
completed by docking according to the "control instructions" provided in this 
instruction manual. The third-party control system can, through the 
KAC011, control the start and stop, mode switching, wind speed switching, 
temperature setting, etc. of the indoor units of the central air conditioning, 
and the corresponding feedback values can also be displayed on the 
control terminal of the third-party control system.

● Before installation, please read user manual carefully and observe 
   relevant standards, directives, regulations and instructions.
● Electrical equipment must be installed and programmed by qualified 
   technicians only.
● This device is manufactured according to the relevant technical 
   specifications and have CE.
● For more information of this product, please contact the technical 
   engineer of manufacturer.
● Users are not permitted to alter and maintain the product without 
   the authorization of manufacturer.
● Failure to observe the instructions may cause damage to the device 
   and result in fire or other hazards.
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Brand KAC terminal Air conditioner 
terminal block Polarity

1

1
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Interface type

HBS interface

XYE interface

485 interface

485 Red, RS485 bus communication 
indicator light


